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ACCURATE TEMPERATURE DELIVERY
The dry Bath Series offers convenient 
digital temperature and time controls with 
built-in calibration functionality, improving 
the reliability and reproducibility of your 
reactions without external thermometers 
or timers. The dry Bath Series provides 
a temperature range of +5°C to 150°C 
that is adjustable in 0.1°C increments. The 
timer can be set for up to 999 minutes.

UNIFORM TEMPERATURE 
ACROSS ALL SAMPLES
The dry Bath Series accommodates a 
wide variety of high-grade aluminum 
blocks that are precisely engineered to 
the shape of 0.5, 1.5, 2.0, 15, and 50 mL 
tubes, providing uniform temperature 
delivery to all your samples and 
improving reliability across reactions. Blocks are sold separately; custom blocks are available 
upon request. Each dry bath is supplied with an insulated block lifter to remove hot blocks.

dIGITAL dRY BATH SERIES

One-Block Digital Dry Bath Two-Block Digital Dry Bath Four-Block Digital Dry Bath

description Part 
Number description Part 

Number description Part 
Number

One-Block digital dry Bath 115V, uS Plug 36110300 Two-Block digital dry Bath 115V, uS 
Plug 36110400 Four-Block digital dry Bath 115V, uS 

Plug 36110500

One-Block digital dry Bath, 230V, 
Eu Plug 36110310 Two-Block digital dry Bath, 230V, 

Eu Plug 36110410 Four-Block digital dry Bath, 230V, 
Eu Plug 36110510

One-Block digital dry Bath, 230V, 
uK Plug 36110320 Two-Block digital dry Bath, 230V, 

uK Plug 36110420 Four-Block digital dry Bath, 230V, 
uK Plug 36110520

UNIFORM TEMPERATURE DELIVERY FOR A VARIETY OF TUBE SIZES

The compact digital dry Bath Series delivers precise temperatures to your samples using 
digital temperature and time controls. The aluminum blocks concisely fit tubes from 0.5 mL to 
50 mL. Three models are available that accommodate one, two, or four blocks.

RELIA

BLE TEMPERATURE

AND

 SPEED

The di

gital Hotplate Stirrer relies on 

improve

d microprocessors to control 

tempera

ture and speed, quickly and

precise

ly. Temperature and speed 

are eas

ily monitored on the large 

LCd di

splay. a safety light indicates 

when th

e plate is above 50°C. The 

hotplate h

as a temperature range of 

5°C−38

0°C and the magnetic stirrer 

spee

d ranges from 200 to 1,500 rpm.

For m

ore stringent

applica

tions, an optional temperature probe is available that transmits the actual sample 

temper

ature in real time to the microprocessor for continual adjustment within +/−0.5°C. 

an opti

onal support rod for external thermometers or probes is also available.VERSA

TILE SIZING

With a co

mpact footprint 17.75 x 26.5 x 10 cm (7 x 10.5 x 4 in.), the Hotplate Stirrer fits 

easil

y onto the most crowded benchtop. The chemical-resistant, white ceramic top 

(16.5 c

m/6.5 in. square) handles a range of popular glass flask and beaker sizes.

dIGITAL HoTPLATE STIRRER ACCESSoRIES
Descript

ion Part Number Description Part Number

digital H

otplate Stirrer, 115V, uS Plug 36110600 Optional Temperature Probe 36110640

digital H

otplate Stirrer, 230V, Eu Plug 36110610 Optional Rod for Hotplate/Stirrer 36110650

digital H

otplate Stirrer, 230V, uK Plug 36110620 Clamp set, includes rods and clamps 36110660

PRECI

SE SPEED AND TEMPERATURE MIXING
Using a

dvanced microprocessing technology, the digital Hotplate Stirrer quickly delivers 

precis

e speed and temperature adjustments, up to 1,500 rpm and 380°C, respectively. 




